
 

 

Clearly mark out centre point of each post 

location. Double check your sizes. 

Remember each post centre point is; 

20mm bigger than glass size on Round 

post 

25mm bigger than glass on Square Posts 

fixed glass only (not gate)  

i.e. 1420/1425 post centres = 1400 glass 

  

 

 

A core drill will be required which can be 

hired from any tool hire shop. core bit size 

required needs to be between 75-85mm 

 

 

Prepare a template by drilling through a 

piece of timber you can stand on then 

place the centre of hole over the marked 

cross drill through the surface approx. 

300mm deep clean out core and prepare. 

  

 

 

Wash down surface to avoid staining. 

    



 

Position post in the centre of the hole set 

up a string line to keep posts in a straight 

line if required. 

 

Gently tap in some wooden choks. 

 

 

Check measurement making sure there is a 

minimum of 1250mm from floor level to 

top of post do not exceed 1300mm. 

  

 

 

Check that the post is level upright. 

 

 

Check the top of each post level with the 

next post. 

  

 

 

Mix grout to water continuously mix to a 

thick pouring consistency. Keep mixing 

for about 2-3 minutes.  

The grout will harden very quickly so it is 

important that you apply it as soon as it is 



ready. If the mix has hardened, you cannot 

add more water. you will need discard and 

replace.  

It is recommended that all posts are in 

place and mix half the water with half the 

grout and apply in two batches. 

 

 

Pour the grout into the hole securing the post. Clean off any excess/spilt grout immediately 

with clean water.  

The grout will be hard in about 5 mintues. Remembering warm weather will increase 

hardening time. 

If you are fixing through pavers, it is recommended that a concrete footing is laid before hand 

to achieve maximum strength. 

Installing Gate Posts 

 

 

FIG 1 

 

 

 

The gate posts (1 way) need to be 888mm post centres or 838mm internal size post to post.  

An easy way to achieve this is to cut a piece of timber 838mm and place between the two 

posts for accuracy. 

888 

838 



 

 

The gates cannot latch or hinge on a 90° corner or a stand alone post. 

 

 

Remember to slightly lean the hinge post about 10mm in the opposite direction to the latch to 

allow for a slight drop due to the weight of the glass.  

Remember to take measurement for post opening at the bottom (Figure 1). 

Glass and Gate Installations 

    



 

Once posts have set, slide over cover 

rings. 

 

Insert plastic glass protectors  

 

 

2 persons required. Lower the glass slowly 

into the channels in the post and sit the 

glass on the glass protectors making sure 

you lower at the same speed keeping the 

glass square. 

  

 

 

When the glass is in place, check that the 

gap underneath the glass does not exceed 

100mm. 

 

 

Apply the glazing rubber to both sides of 

the glass. You made need to apply a little 

soapy water to lubricate the rubbers. do 

not stretch the rubbers. Cut off any excess 

rubber with a sharp blade or scissors. 

  

 

 

Apply a little clear silicone to the top of 

the post and place the post cap firmly on 

the post. 



 

 

Place some wooden blocks between the 

gate opening to rest the glass on. Level the 

gate with adjacent panels. 

  

 

 

There should be a gap of 10mm between 

glass and hinge post & 20mm between 

glass and latch post at the bottom. The top 

of gate glass and post should be slightly 

bigger. See figure 3. 

 

 

Once the gate is positioned correctly you 

will need to drill holes through the hinge 

holes into the post using a 4mm drill bit. 

Make sure that you drill in and out a few 

times giving it a clean hole. 

  

 

 

Fix using self tapping screws making sure 

you use a hand held phillips screwdriver 

and not a powered screwdriver. 

    



 

Once your hinges are secured, then you 

can remove your wooden blocks. 

 

The gate will drop naturally giving an 

equal gap of 10mm on the latching side of 

the gate. 

 

 

Place the magnetic latch keep onto the 

latching post. 

  

 

 

Place the magnetic latch keep onto the 

latching post. 

 

 

Drill holes with 4mm drill bit. 

  

 

 

Apply self tapping screws using a phillips 

screwdriver. 

 



 

Re-apply tension pin to the desired closing speed. Always make sure that the latch is self 

closing.  

To check that the gate is the correct closing speed & comply with Australian standards, the 

gate must self close when opened 50mm from the latching post. 

 


